
BUILDING 2004 ........

Building 2004 (formerly 103) was constructed in 1932 as the Post Theater. It was
built of hollow tile wM]5 faced with brick on the exterior and piaster on the interior.
The floors are concrete and the building has a partial basement.

The stage curtains were purchased in 1934, seating was installed in 1935, and in 1940
a’front lobby with restrooms was constructed. This concealed the corner quoining,
and eliminated the original marquee and doors. The 1940 addition has also
suffered alterations which have resulted in the loss of those original doors and
multi-light windows.

The building currently houses an alcohol and drug abuse prevention center. It’s
main entry is unclear. During a recent visit, it was observed that current in
progress construction remodel work was intrusively altering original construction
resulting in the removal and obliteration of exterior doors and windows in violation
of the Standards for Rehabiftafion.
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BUILDING 2004

CONDITION SURVEY

~xTER

Flush doors are incompat~’ole with building character.

2. Surface weatherstripping is nnattractive. Closers are rusting.

3. Scupper box on east side ~ been ~mage&

4. Modern light fixtures are incompatible with Imilding era.

5. Shrubs are severdy pruned, planted too dose to beading.

6. Vehicles have hit ~sonry and downspouts.

7. ]~tint iS loose at cornice.

& Glass block is broken on east.

9. Moss is present on chimney and parapet.

10. Roof ventilators are rusty.

11. Front entry doors don’t match each other.

12. Rust from steel at top of concrete coJmnus is staining finish.

Moss is present at bases of 21 llght twmels.

14. Contact ]~aper is covering some glazing at front.

15. E’tght glass panes are broken at west front.

16. Upper fan light dam~ at top of sash.

17. Edge flas]hin~ is rusted.

18. One upper level window is boarded up.

19. Loose paint in ladies" room could indicate moisture problems in west wall.

20. Moss is present at foundation.

21. Canlking at glass block is brittle and cracked.

22. West cornice is stained, paint is loose.

23. Top of mechanical room louvers are rusting.

24. Masonry at rear is soiled, some mortar is missing.

25. Diagonal cracks are present at southeast corner.

26. Rear doors are weathered. Flush door is delaminating.

27. Downspout is not connected to boot on east side.

28. Attic cross ventilation is not evident.



o s~s. -~ ROUTINE

~GNAGE
DRAINAGE & GRADING
LIGH1]NG
PLANTING

CONCR~I-~ W.~T T
CONCR~IB PIERS
SKIRTING

WOOD SIDING
CONCR~r~
STUCCO
CONCR~=~ ~-./STOE FACE
MASONrRY
PAINT
WOOD TRIM
~-~_, COL~
M.6~AL TRIM
ASBESTOS SIDhNG

COMPOSITION
BUILT-UP
MgrAL
TILLS
FLASHING

BELL TOWER
c~ ~p..y
.~rlIC VENTS
G~oI-I ,pj.l,~
SCUPPER BOXES
DOWN~I,Y£S
MISC. PEN~IRA’I"IOI’-~

WOOD PANEL
FLUSH WOOD
FLUSH M~AL
GLASS LIGHTS
HARDWARE
TRANSOM
WOOD OVERHEAD
METAL OVERBEA.D

WOOD DOUBLEHUNG
WOOD CASEMENT
GLASS BLOCK
VLN~(L
WOOD VENT/HOPPER
WOOD DECORAT/VE
WOOD
M~AL CASEM~-’N’I"
METAL AWNiNG/HOPPER
METAL DECORATIVE
SO~-.~NS/BARS

ROOt-]-J.~
ENCLOSED
CONCR,~I~ :~)..--.--.--.--.--.--.--.--.--.~ 
WOOD ~’S
GRANIt J~ ~IP~vS
BRICK PORCH & ~l’~--r’s
ME~AL RAILhNG
WOOD RAILING
COLUMNS
ROOF BALUst l~kDE

METAL
nT.IilM21E.YS~

.MASONRY
METAL

J2.~

¢9
^ 0 0

t
¢

O
~k

B

~,.|

IA
e

~4

?.I O

21

A 7"I 1

W

¢. D



BUILDING 2004

MAI~’ENANCE AND REPAIR NOTES

1°

2~

DOORS
a. Replace with five light doors ~r to original. See Door Type 52.

HARDWARE
a. Mount weatherstripping on interior or on leaf edge.
b. Replace closer with interior closer.

3. SCUPPER BOX
a. Bend and press into original shape.
b. Solder any resulting tears.

4. LIGHT FIXTURES
a. Replace with COml~_tible fixtures.
b. See Sources.

.

,

8~

9.

10.

11.

12.

SHRUBBERY
a. Remove overgrown shrubs and those planted too close to building.
b. Replace topsoil.

Underpin any footings where soli h~s been loosened by root remow,~L
d. Replace shrubbery.

VEHICLE DAMAGE
a. Provide concrete parking b-mpe~s, pinfold through paving.
b. Repair a~y damage to builaing elements.

PAINT
a. Scrape, sand, prime and repaint with semi-gloss exterior p~int~

BLOCK
a. Carefully remove lmlts.
b. Replace with matching units; tint mortar to match existlng~

MOSS
a. Remove with bristle brush and bleach soludom
b. Rin~ thoroughly.

RUSTY VENTILATORS
a. Sand to remove all rust. Prime same day.

gloss ~,kb.
P:~t with two coats oil base exterior semi-

ENTRY DOORS
a. Replace with frye fight doors Similar to original See Door Type 52.

RUST
a. Sand rusted areas, and source of rust.
b. Prime .~me day, point with two coats oil base semi-gloss exterior l~int-

MOSS
a. Remove soil and moss from concrete and wood with natural bristle brush and bleach

solution.
b. Fill and sand wood.
c. Prime and p~int wood.
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14. CONTACT PAPER
a. Remove from glass.
b. Instala bllnds if naturaI light is a problem.

15. BROI~N GLASS
Replace with glass maroh;-g existing.

16. FAN LIGHT
a. Dctcrm;-e extent of damage.
b. Repair and pahaL

17. EDGE Pt~,SHING
a. RepLace with preflnlgheM fla~h;,Z

18. BOARDED UP WINDOW
Remove covm-ing.

b. Repair any,~am~g¢, fill ai1 -~ holes.
Paint.

d. In.~a]l a black-out shade if dayh’ght is a problem.

19. LADIF, S’ ROOM
a. Determine som’ce of dampness.
b. Repair as needed.
a Scrape loose paint sand edges and repaint.

20. MOSS
a. Remove with natural bristle brush and bleach solution.
b. Keep sob away from build;- Z face.

21. CAULKING AT GLASS BLOCK
Remove hardened caulk and replace one s/de at a timo.

b. These joints need to be flem’ble to o,sh;on and Prevent any budding movement from
bre~t-h,g glass.

22. WEST CORNICE
a. Scrape, ~-d and repahL

23. RUST AT LOUVERS
a. Scral~ sand, prime and repa;,t with Oil base ~;,t

24. MASONRY
a. Remove soiL
b. Repoint mortar with mortar tinted to match cxL-,rlng

25. CRACKS
a. Determine cause of stress.
b. Repair weak ~aral system if n~.

Repoint mortar with mortar tinted to match existing.

26. REAR DOORS
a. Sand and paint ori~nM door.
b. Replace flush door with panel door.

27. DOWNSPOUT
3. Adjust to tie to boot.

28. ATrIC VENTILATION
a. Verify cross ventilation.
b. Provide additional vents if necessary, to achieve area of 1/150 of roof area.


